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1
BATTERY-POWERED CORDLESS
CLEANING SYSTEM

RELATED APPLICATION

The present application claims priority to U.S. Provisional
Application 61/907,725, filed Nov. 22, 2013, the entire
contents of which are incorporated herein by reference.

BACKGROUND

The invention relates to consumer devices, such as
vacuum cleaners.

SUMMARY

Cleaning systems include a wide range of products
designed to meet a wide variety of cleaning needs. Examples
of cleaning systems include stick-type vacuums, lightweight
upright vacuums, hand-held vacuums, carpet cleaners, can-
ister vacuums, etc.

In one embodiment, the invention provides a cleaning
system including a motor, an impeller driven by the motor,
a battery receptacle, and a motor controller. The battery
receptacle is configured to receive a battery pack. The
battery pack includes one or more battery cells and a battery
controller. The motor controller is configured to receive
from the battery controller one of a first type of data and a
second type of data, and operate the motor at a defined
speed, the defined speed being a first speed upon receiving
the first type of data, and a second speed upon receiving the
second type of data.

In another embodiment the invention provides a method
of operating a cleaning system. The method including
receiving a first battery pack including a first battery con-
troller; receiving a first type of data from the first battery
controller; outputting a first control signal based on the first
type of data; operating a motor at a first speed based on the
first control signal; receiving a second battery pack includ-
ing a second battery controller; receiving a second type of
data from the second battery controller; outputting a second
control signal based on the second type of data; and oper-
ating the motor at a second speed based on the second
control signal.

Other aspects of the invention will become apparent by
consideration of the detailed description and accompanying
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of a cleaning system.

FIG. 2 is a block diagram illustrating the electrical and
electronic components of the cleaning system of FIG. 1.

FIG. 3 is a flow chart illustrating an operation of the
cleaning system of FIG. 1.

FIG. 4 is a flowchart illustrating an operation of the
cleaning system of FIG. 1.

DETAILED DESCRIPTION

Before any embodiments of the invention are explained in
detail, it is to be understood that the invention is not limited
in its application to the details of construction and the
arrangement of components set forth in the following
description or illustrated in the following drawings. The
invention is capable of other embodiments and of being
practiced or of being carried out in various ways.
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2

A cleaning system includes a motor, a battery receptacle,
and a controller, such as a motor controller. The cleaning
system receives a first battery pack or a second battery pack.
The controller electrically and/or communicatively couples
to the first battery pack or the second battery pack. The
controller receives data from the first battery pack or the
second battery pack and operates the motor based on the
received data. In one example, the controller receives a first
set of data from the first battery pack and a second set of data
from the second battery pack. The controller operates the
motor at a first speed if the first set of data is received and
at a second speed if the second set of data is received.

FIG. 1 illustrates a cleaning system 100. Although illus-
trated as a stick-type vacuum, the cleaning system 100 can
be other types of cleaning systems (e.g., lightweight upright
vacuums, hand-held vacuums, carpet cleaners, canister
vacuums, bag vacuums, upright vacuums, etc.) The cleaning
system 100 includes a handle portion 105 and a body portion
110. In some constructions, the handle portion 105 and the
body portion 110 are connected via a spine 115.

The handle portion 105 includes a first section 120 and a
second section 125. The first section 120 may be oblique
with respect to the second section 125 and includes a grip
portion 130. The grip portion 130 is used by a user to grip
and control the cleaning system 100.

In some constructions, such as the one illustrated, one or
more user-controlled switches 135 are located near the spine
115 on the body portion 110. However, in other construc-
tions, the one or more user-controlled switches 135 may be
located on the grip portion 130. In yet other constructions,
the one or more user-controlled switches 135 are located on
the spine 115 or in other areas of the body portion 110. The
one or more user-controlled switches 135 provide opera-
tional control of the cleaning system 100 to the user. In some
constructions, the one or more user-controlled switches 135
are two-position switches, having for example, an on-posi-
tion and an off-position.

In some constructions, the second section 125 includes
one or more indicators for providing indications to a user
related to the operational mode of the cleaning system 100.
In some constructions, the one or more indicators are
light-emitting diodes (LEDs).

The handle portion 105 may be removably coupled to the
body portion 110. For example, the handle portion 105 may
be detachable from the body portion 110 providing a suction
force or vacuum through at least a portion of the handle
portion 105 as a wand, or may be removable for storage or
transport purposes. In some constructions, the handle por-
tion 105 is coupled and secured to the body portion 110 via
friction only. In other constructions, the handle portion 105
is coupled and secured to the body portion 110 via a screw
or other suitable fashionable device. The handle portion 105
further includes a plurality of electrical connectors located at
an interface between the handle portion 105 and the body
portion 110. The electrical connectors electrically connect
the handle portion 105 to the body portion 110, so that
electrical signals related to the operation of the cleaning
system 100 can be sent from the handle portion 105 to the
body portion 110 to control, for example, a motor/fan
assembly and/or a brush-roll assembly.

The body portion 110 includes a battery receptacle 140, a
motor/fan assembly 145, and a refuse chamber 150. In some
constructions, the body portion 110 can further include a
cyclonic separator. Alternatively, the body portion 110 can
further include a disposable bag for dirt collection. The
battery receptacle 140 receives a battery pack 155. The
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battery receptacle 140 includes a plurality of electrical
connectors for electrically connecting the battery pack 155
to the cleaning system 100.

The motor/fan assembly 145 includes a suction motor 160
(FIG. 2) and a rotor, such as an impeller or a fan, coupled to
the suction motor 160. In some constructions, the suction
motor 160 is a brushless direct-current (BLDC) motor
operable at multiple speeds, for example, a high-speed and
a low-speed. In other constructions, the suction motor 160
can be a variety of other types of motors, including but not
limited to, a single speed motor, a variable speed motor, a
brush DC motor, a stepper motor, a synchronous motor, or
other DC or AC motors.

The refuse chamber 150 is positioned below the motor/fan
assembly 145, and is removably coupled to the cleaning
system 100 (e.g., removably coupled to the spine 115, the
body portion 110, the motor/fan assembly 145, etc.). In some
constructions, the refuse chamber 150 and the motor/fan
assembly 145 are removably coupled together, and form a
single unit when coupled together. In such a construction,
the single unit is then removably coupled to the spine 115
and/or body portion 110. In the illustrated construction, the
refuse chamber 150 is bagless and includes a latching
mechanism which secures the refuse chamber 150 to the
cleaning system 100. The refuse chamber 150 further
includes an inlet for receiving refuse. In other constructions,
the refuse chamber 150 includes the disposable bag for
collecting refuse.

A lower end of the body portion 110 includes an interface
attaching the body portion 110 to a base portion 165. The
base portion 165 includes a corresponding interface for
attaching to the body portion 110. The handle portion 105
and the body portion 110 pivotally move about a first axis
parallel to a cleaning surface (e.g., the ground). Pivotal
movement about the first axis allows the handle portion 105
and the body portion 110 to be moved from a position
approximately perpendicular to the base portion 165 to a
position approximately parallel to the ground. For example,
the handle portion 105 and body portion 110 are able to be
moved through an angle of between approximately 0.0° and
approximately 90.0° with respect to the base portion 165. In
other constructions, the handle portion 105 and body portion
110 are pivotable through larger or smaller angles.

The handle portion 105 and body portion 110 are also
pivotable along a second axis. The second axis is approxi-
mately perpendicular to the first axis and is approximately
parallel to the handle portion 105 and body portion 110.
Pivotal movement about the second axis provides additional
control and maneuverability of the cleaning system 100. In
some constructions, a pivot joint is employed to allow
movement about the first axis and the second axis. In other
constructions, a ball joint is employed rather than the pivot
joint.

The base portion 165 includes a first wheel 170, a second
wheel 175, a suction inlet 180, and a brush-roll assembly
185. The first and second wheels 170, 175 are rotatably
coupled to the base portion 165. The suction inlet 180 allows
refuse to enter into the cleaning system 100. In some
constructions, the suction inlet 180 further includes an
aperture which allows larger objects to enter the suction inlet
180 without requiring the user to lift the cleaning system
100.

The brush-roll assembly 185 includes a brush and a
brush-roll motor 190 (FIG. 2). In some constructions, the
brush-roll motor 190 is a BLDC motor operable at multiple
speeds, for example, a high-speed and a low-speed. In other
constructions, the brush-roll motor 190 can be a variety of
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other types of motors, including but not limited to, a single
speed motor, a variable speed motor, a brush DC motor, a
stepper motor, a synchronous motor, or other DC or AC
motors.

FIG. 2 is a diagram illustrating electrical and electronic
components of the cleaning system 100. In the illustrated
construction, the electrical and electronic components of the
cleaning system 100 are contained within the battery pack
155, a main body housing 200, a motor/fan assembly
housing 205, and a brush-roll assembly housing 210. In
other constructions, the electrical and electronic components
of the cleaning system 100 may be contained within more,
less, or different housings.

The battery pack 155 includes one or more battery cells
215. In some constructions, the battery cells 215 are
rechargeable lithium-ion battery cells. In other construc-
tions, the one or more battery cells 215 may have a chem-
istry other than lithium-ion, such as but not limited to, nickel
cadmium, nickel metal-hydride, etc. Additionally or alter-
natively, the one or more battery cells 215 may be non-
rechargeable battery cells. The one or more battery cells 215
may be electrically connected in a series-type connection, a
parallel-type connection, or both a series and parallel type
connection.

The battery pack 155 further includes a battery controller
220. The battery controller 220 includes a processing unit
(e.g., a microprocessor, a microcontroller, or another suit-
able programmable device) and a memory unit. In some
constructions, the battery controller 220 is implemented
partially or entirely on a semiconductor (e.g., a field-pro-
grammable gate array [“FPGA”] semiconductor) chip. In
some constructions, the battery controller 220 senses/moni-
tors a variety of characteristics of the battery cells 215,
including but not limited to, voltage, current, capacity,
resistance, temperature and number of cells. In some con-
structions, if any of the sensed/monitored characteristics of
the battery cells 215 are out of a predetermined range, the
battery controller 220 prohibits the battery pack 155 from
outputting current.

The battery pack 155 selectively couples to main body
housing 200 via the battery receptacle 140. The battery pack
155 selectively couples to the battery receptacle 140 through
the use of one or more latching mechanisms. The battery
pack 155 electrically connects to the main body housing 200
through a plurality of terminals. In the illustrated construc-
tion, the plurality of terminals include positive battery
terminals 2254, 225b, negative battery terminals 230a, 2305,
and data serial line, or communications, terminals 235a,
235b. The cleaning system receives power through the
positive battery terminals 225a, 2255 and is electrically
grounded through the negative battery terminals 230qa, 2305.
The battery pack 155 outputs and/or receives data, or serial
data, through the communications terminals 235qa, 2355.

The battery receptacle 140 is configured to receive either
a first battery pack or a second battery pack. Further, the
cleaning system 100 is configured to be powered by either
the first battery pack or the second battery pack. In some
constructions, the first battery pack has different character-
istics than the second battery pack. For example, but not
limited to, the first battery pack may have a first capacity
(e.g., 2 A-h), while the second battery pack may have a
second capacity (e.g., 4 A-h). The characteristics may fur-
ther be any of, or any combination of, voltage, current,
resistance, number of cells, battery identification code, etc.
When releasably coupled to the battery receptacle 140, the
first battery pack outputs a first type of data through the
communications terminals 235a, 23556. The first type of data
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is identification data identifying the first battery pack, or data
indicative of one or more characteristics of the first battery
pack. Additionally, when releasably coupled to the battery
receptacle 140, the second battery pack outputs a second
type of data through the communications terminals 235a,
235b. The second type of data is identification data identi-
fying the second battery pack, or data indicative of one or
more characteristics of the second battery pack. The battery
pack 155 as discussed herein can be either the first battery
pack or the second battery pack.

The main body housing 200 of the cleaning system 100
includes a switch board 240. The switch board 240 selec-
tively controls power from the battery pack 155 to a variety
of electrical components of the cleaning system 100, such as
but not limited to electrical components of the motor/fan
assembly housing 205 and the brush-roll assembly housing
210. In some constructions, the switch board 240 is operated
by the one or more user-controlled switches 135. In the
illustrated construction, the one or more user-controlled
switches 135 include a main power switch 245 and a
brush-roll switch 250. In such a construction the main power
switch 245 provides power from the battery pack 155 to
electrical components within the motor/fan assembly hous-
ing 205 and the brush-roll assembly housing 210, while the
brush-roll switch 250 provides power from the battery pack
155 to electrical components within the brush-roll assembly
housing 210. In some constructions, the switch board 240
may include more or less components. For example, the
switch board 240 may include one or more fuses, one or
more positive temperature coefficient (PTO) devices, etc.

In some constructions, such as the one illustrated, the
main body housing 200 further includes a light 255. In such
a construction, the main power switch 245 selectively pro-
vides power from the battery pack 155 to the light 255. Upon
receiving power, the light 255 illuminates. In some con-
structions, the light 255 is located on the base portion 165.
The light 255 can be one of a light-emitting diode (LED) or
an incandescent light bulb.

The main body housing 200 electrically connects to the
motor/fan assembly housing 205 via a plurality of electrical
terminals, including motor/fan power terminals 260a, 2605,
motor/fan ground terminals 265a, 2655, and motor/fan com-
munication terminals 270a, 2705.

The motor/fan assembly housing 205 includes a speed
control module 275 connected to the suction motor 160. The
speed control module 275 operates the suction motor 160 at
a defined speed. In some constructions, the speed control
module 275 is a controller that outputs a control signal to the
suction motor 160. The control signal operates the suction
motor 160 at the defined speed. In one construction, the
speed control module 275 outputs a first control signal to
operate the suction motor 160 at a first speed, and outputs a
second control signal to operates the suction motor 160 at a
second speed. In some constructions, the control signal is a
pulse-width modulated (PWM) signal having a voltage and
a duty cycle (e.g., 10%, 25%, 50%, 75%, etc.). The average
voltage value of the PWM signal is output to the suction
motor 160 in order to operate the suction motor 160. APWM
signal having a high average voltage drives the motor at a
high motor speed. A PWM signal having a low average
voltage drives the motor at a low motor speed.

The speed control module 275 receives power through the
motor/fan power terminals 260a, 2605 and is grounded
through motor/fan ground terminals 265a, 2655. The speed
control module 275 further receives data through the motor/
fan communication terminals 270a, 27054. In the illustrated
construction, the data received through the motor/fan com-
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6

munication terminals 270a, 2705 is from the battery con-
troller 220 of the battery pack 155. In some constructions,
the speed control module 275 receives data from the battery
controller 220, determines a motor operating speed based on
the received data, and outputs a control signal indicative of
the motor operating speed to the suction motor 160. For
example, the data may be a first type of data from the first
battery pack or a second type of data from the second battery
pack. The speed control module 275 interprets the received
data and operates the suction motor 160 at a first speed when
the first type of data is received (i.e., the first battery pack is
connected) or at a second speed when the second type of
data is received (i.e., the second battery pack is connected).

In other constructions, the speed control module 275
receives a motor operating speed from the battery controller
220, and outputs a control signal indicative of the motor
operating speed to the suction motor 160. For example, the
speed control module 275 may receive a first type of data
related to a first operating speed or a second type of data
related to a second operating speed. The speed control
module 275 operates the suction motor 160 at the first
operating speed (i.e., when the first battery pack is con-
nected) or at the second operating speed (i.e., when the
second battery pack is connected).

In some constructions, the motor/fan assembly housing
205 selectively couples to the main body housing 200 via
one or more latching mechanisms. In other constructions,
the motor/fan assembly housing 205 is permanently affixed
to the main body housing 200.

The main body housing 200 electrically connects to the
brush-roll assembly housing 210 via a plurality of electrical
terminals. In the illustrated construction, the plurality of
terminals includes brush-roll power terminals 280a, 2805
and brush-roll ground terminals 2854, 2855b. In other con-
structions, there may further be brush-roll communication
terminals.

The brush-roll assembly housing 210 includes a switch
290 and the brush-roll motor 190. The switch 290 receives
power through the brush-roll power terminals 280a, 2805
and selectively provides power to the brush-roll motor 190.
Upon receiving power, the brush-roll motor 190 rotates the
brush. The brush-roll motor 190 is ground through the
brush-roll ground terminals 285a, 28564.

In some constructions, the switch 290 is activated when
the cleaning system 100 is in an operation position, such as
when the handle portion 105 and the body portion 110 are
tilted downward along the first axis at an approximate angle
of less than 90°. In such a construction, the switch 290 is
deactivated when the cleaning system 100 is in an upright
position, such as when the handle portion 105 and the body
portion 110 are tilted upward along the first axis at an angle
equal to approximately 90°.

In some constructions, the brush-roll motor 190 is oper-
ated by the speed control module 275, or the control signal
from the speed control module 275. In such a construction,
the brush-roll motor 190 receives the control signal from the
speed control module 275 through the brush-roll power
terminals 280a, 2805. The brush-roll motor 190 operates at
a speed (e.g., a first brush-roll-motor speed, a second brush-
roll-motor speed, etc.) based on the control signal.

FIG. 3 is a flow chart illustrating an operation 300 of the
cleaning system 100. Although illustrated as occurring in a
sequential order, it should be understood that the order of the
steps discloses in operation 300 may vary. Furthermore,
additional steps may be included in the operation 300 and
not all of the steps may be required. The battery receptacle
receives the battery pack 155 (Step 305). The cleaning
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system 100 is powered on (Step 310). The speed control
module 275 received data from the battery pack 155 (Step
315). The speed control module 275 operates the suction
motor 160 at a defined speed based on the received data
(Step 320).

FIG. 4 is a flow chart illustrating a specific operation 400
of'the cleaning system 100. Although illustrated as occurring
in a sequential order, it should be understood that the order
of the steps discloses in operation 400 may vary. Further-

5

more, additional steps may be included in the operation 400 10

and not all of the steps may be required. The battery
receptacle 140 receives the first battery pack or the second
battery pack (Step 405). The cleaning system 100 is powered
on (Step 410). The speed control module 275 receives data
from the battery pack 155 (Step 415). The speed control
module 275 determines if the data is a first type of data (Step
420). If the received data is a first type of data, the speed
control module 275 operates the suction motor 160 at a first
speed (Step 425). If the received data is not a first type of
data, and thus a second type of data, the speed control
module 275 operates the suction motor 160 at a second
speed (Step 430).

Thus, the invention provides, among other things, a
cleaning system configured to receive a battery pack and
operate a suction motor based on the data received from the
battery pack. Various features and advantages of the inven-
tion are set forth in the following claims.

What is claimed is:

1. A cleaning system comprising:

a motor;

an impeller driven by the motor;

a battery receptacle configured to receive a battery pack,

the battery pack including one or more battery cells and

a battery controller; and

a motor controller configured to

receive from the battery controller at least one selected
from the group consisting of a first signal indicative
of a first battery capacity and a second signal indica-
tive of a second battery capacity, and

operate the motor at a defined speed, the defined speed
being
a first speed upon receiving the first signal, and
a second speed upon receiving the second signal.

2. The cleaning system of claim 1, wherein the battery
receptacle is configured to receive one of the battery pack
and a second battery pack.

3. The cleaning system of claim 2, wherein the motor
controller receives the first signal from the battery controller
of the battery pack and the second signal from a second
battery controller of the second battery pack.

4. The cleaning system of claim 1, further comprising a
second-motor.

5. The cleaning system of claim 4, wherein the second-
motor is operated at a second defined speed based on
receiving at least one selected from the group consisting the
first signal and the second signal.

6. The cleaning system of claim 5, wherein the second
defined speed is
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a first second-motor speed when the motor controller

receives the first signal, and

a second second-motor speed when the motor controller

receives the second signal.

7. The cleaning system of claim 4, wherein the second-
motor drives a brush-roll.

8. A method of operating a cleaning system, the method
comprising:

receiving a first battery pack including a first battery

controller;

receiving a first signal indicative of a first battery capacity

from the first battery controller;

outputting a first control signal based on receiving the first

signal;

operating a motor at a first speed based on the first control

signal;

receiving a second battery pack including a second battery

controller;

receiving a second signal indicative of a second battery

capacity from the second battery controller;
outputting a second control signal based on receiving the
second signal; and

operating the motor at a second speed based on the second

control signal.

9. The method of claim 8, further comprising

operating a second-motor at the first speed based on the

first control signal; and

operating the second-motor at the second speed based on

the second control signal.

10. The method of claim 8, wherein the motor drives one
selected from the group of an impeller and a brush-roll.

11. A cleaning system comprising:

a motor;

an impeller driven by the motor;

a battery receptacle configured to receive a first battery

pack and a second battery pack; and

a controller configured to

receive a first signal indicative of a first battery capacity

from the first battery pack and a second signal indica-
tive of a second battery capacity from the second
battery pack, and
operate the motor at a defined speed, the defined speed
being
a first speed based on the first signal, and
a second speed based on the second signal.

12. The cleaning system of claim 11, further comprising
a second-motor.

13. The cleaning system of claim 12, wherein the second-
motor is operated at a second defined speed, the second
defined speed is

a first speed when the motor controller receives the first

signal, and

a second speed when the motor controller receives the

second signal.

14. The cleaning system of claim 12, wherein the second-
motor drives a brush-roll.
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